
Clean kitchen air quickly with the Boost function
Simply press the Boost function on the extractor for instant powerful extraction. 
It's activated for 10 min and efficiently cleans kitchen air from excess fumes 
and steam.

The extractor adjusts automatically with auto mode
Keep your mind on your cooking with an extractor that adjusts automatically as 
you raise or lower the power level. Auto mode extraction technology enables 
you to focus on your food while your hob and extractor seamlessly work for 
you.

4 Individual Zone Controls for greater command 
when you cook
Easily command 4 different cooking zones and set 
separate timers for each with 4 Individual Zone 
Controls. Each zone has 9 power levels, with other 
functions including power boost, active touch, child lock 
and hob2Hood control.

The 2-in-1 Filter for fresher kitchen air
The 2-in-1 Filter includes both a charcoal and grease 
filter to help keep kitchen air fresh. The removable filter 
can be easily cleaned in the dishwasher and 
regenerated in the oven for prolonged use.

Merge zones for more room with the Bridge 
function
The Bridge function lets you combine two separate 
cooking zones to create a single large surface. With the 
temperature and time settings automatically aligned, it's 
ideal for making the most of planchas or roasting pots.

600 / 80cm / 4 zones / Inductiekookplaat met afzuiging / Bridge / Afgeronde 
rand / Geschikt voor standaard inbouw- en vlakbouw / Recirculatie

Kitchen planning freedom and flexibility
The 600 Bridge with eXTractor Hob is an induction hob with a powerful built-in 
extractor for greater kitchen planning freedom. And the Bridge function can 
combine 2 cooking zones into one large zone for cookware like planchas. 

Voordelen en specificaties

• ComboHob kookplaat: 2-in-1 combinatie van kookplaat en afzuigkap
• Geschikt voor recirculatie, niet voor afvoer
• 2-in-1 vet- en LongLife koolstoffilter, afwasbaar
• DirekTouch bediening
• Inductiezones met boosterfunctie
• Kinderbeveiliging
• Automatische uitschakeling
• Brugfunctie: voeg twee kookzones samen tot één grote of dubbele zone
• Zone links vooraan: 2300/3200W/210mm
• Zone links achteraan: 2300/3200W/210mm
• Zone rechts vooraan: 1400/2500W/145mm
• Zone rechts achteraan: 1800/2800W/180mm
• Inverter motor
• Indicatie voor verzadiging vetfilter
• Indicatie voor verzadiging koolstoffilter
• Afzuigkracht bij recirculatie (intensief / hoog / laag): 575 / 465 / 250 m³/u
• Geluidsniveau bij recirculatie (max. / min.): 67 / 52 dB(A)
• Kader met afgeronde randen
• Aansluiting luchtafvoer 220 mm
• Vetfilter: 2 2-in-1 LongLife koolstof
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Inbouwmaten hxbxd (mm) 212x750x490
Aansluitwaarde (W) 7350
Afvoerdiameter (in mm) 220
Energie-efficiëntieklasse A+
Hydrodynamische-efficiëntieklasse A
Vetfilteringsefficiëntieklasse B
Kookveld inductie met afzuiging
Afzuigkracht (recirculatie), intensief 
(m³/u)
Afzuigkracht (recirculatie), max. (m³/u)
Afzuigkracht (recirculatie), min. (m³/u)
Geluidsniveau (recirculatie), max. (dB
(A))
Geluidsniveau (recirculatie), min. (dB
(A))
Type filter 2-in-1 LongLife koolstof
Koolstoffilter inbegrepen
PNC koolstoffilter 902 980 273
Ampère 2x16
Netspanning (V) 220-240V/400V2N
Lengte aansluitsnoer (m) 1.5
Kleur Zwart
10 jaar garantie op motor Ja

Productnummer 949 599 212
EAN Code 7332543819546
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